AHD Full HD H.264 Hybrid Network DVR
AHD 1080P + 960H/D1 +IP Camera

Vlastnosti

m Podpora AHD, analogovych a IP kamer.

m Nastaveni OSD menu kamery po koaxialnm kabelu (UTC).
m Podpora IP kamer s Onvif Profile protokolem (V2.4).

® Snadné nastaveni a ovladani pomoci grafického menu.

m Dalkovy dohled pomoci P2P.

m Bohaté moznosti nastaveni zaznamu.

® Vyhodné pro nahradu stavajicich analogovych DVR.

m Vyborna kvalita obrazu.
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Front Panel : K

Front Panel : J

Rear Panel : E-K
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Dimension ( mm ) : 280(w)x51(h)x203(d)

Net.W: 1.6 kgws Gross.W: 1.7 kgws

E-N / A-N
Front Panel : N

Rear Panel : E-N
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Dimension ( mm ) : 430(w)x55(h)x293(d)
Gross.W: 3.75 kgws

Net.W: 3.50 kgws
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RAH-0428E

RAH-0428MU-J
Advance

Advance

4CH AHD Universal

K i)
1RCA 4 RCA
1RCA 2 RCA

Max. 1 x SATA Device
(HDD x 1)

Alarm-in x 4
N Relay-out x 1

USB2.0 X2
280(w)x51(h)x203(d)

12V 2A, 24W

14, SEQ.

RAH-0828EU.

RAH-0828EU-J
Advance

RAH-0828EU-N
Advance

Advance
8CH AHD Universal

K J N K
AHD: 1080P @ 30/25 fps, 720P @ 60/50 fps, 720P @ 30/25 fps
960H / D1
1 HDMI with Audio and 1 VGA ( Max. 1920x1080)

1 Main BNC
1RCA
1RCA

Embedded Linux OS

Max. 2 x SATA
- Devices Max. 1 x SATA
L 1(:531’\1')39"'“ (HDDx2, HDDXL Device

+Optical Device (HDD x 1)

x1)

N/A
N/A
RS-485
USB 3.0x1,

USB2.0 X2 USB2.0 X2 USB2.0 X2

430(w)x55(h)x

280(w)x51(h)x203(d) 203(d)

203(d)
12V 3.33A 40W
14, 8, SEQ.
Switching time : 1 ~ 99 sec

Zoom, Auto SEQ.
H.264 High Profile

1920 x 1080, 1280 x 720;

RAH-1628E
Advance

280(w)x51(h)x

12V 5A, 60W

RAH-1628EU-N | RAH-1628AU-N
Advance Advance
16CH AHD Universal
N
1RCA 8 RCA
1RCA 2RCA
Max. 4 x
Max. 2 x SATA  SATA Devices
Devices (HDDx3+
(HDDx2, HDDx1 eSATAx1,
+Optical Device HDDx2+Optical
x1) Device x1+
eSATAx1)
YES (eSATA)
Alarm-in x 16
Relay-out x 2

USB 3.0 x1, USB2.0 X2

430(w)x55(h)x293(d)

12V 5.83A,70W

1,4,9,13,16,SEQ.

944 x 480 .704 x 480, 352 x 240 (NTSC) / 944 x 576,704 x 576, 352 x 288 (PAL)

640 x 360 / 352 x 240, 176 x 120 ( NTSC) / 352 x 288, 176 x 144 (PAL)

NTSC 1080p 60fps; 720p 120 fps
PAL 1080p 50fps ; 720p 100 fps

10/100 Ethernet

10~100 levels for adjustment
Continuous, Event, Schedule
NTSC 1080p 120fps; 720p 240 fps
PAL 1080p 100fps ; 720p 200 fps
{85SEE
1~ 100 SEC
Date/time, Event
*Digital (x2 ~ x5)
10/100/1000 Ethernet
TCP/IP, SMTP, HTTP, DHCP, PPPOE(ADSL), NTP, DDNS
Windows 7, 8, 8.1 & 10, Mac OS X
Socatch for Smartphone, IE browser, IwatchDVR for pc, ICMS Pro
1 Admin + 10 Users
iPhone, iPad, Android
USB or SATA
YES
Network, ext. USB flash device , SATA optical DVD..etc.
Sensitivity: 100 levels for each channel

Area: Programmable individually

Up to the 10000 events

NTSC 1080p 240fps; 720p 480 fps
PAL 1080p 200fps ; 720p 400 fps

(Sensor, Motion, video Loss, power on, remote login, logout, HDD error, HDD full)

Supported
Multi-Language
YES

Touch Panel LCD Monitor
(USB Interface, EETI Chipset Only)

IR Remote Control

USB Flash Drive, iWatch DVR

Control From RS485 Interface
( Pelco P, Pelco D, Samsung, LG, LiLin)

-10°C ~ +55°C (14°F ~ 131°F)

10%~80%

1RCA
1RCA

Max. 1 x SATA Device
(HDD x 1)
N/A
N/A

RS-485
USB2.0 X2

4RCA
2RCA

Max. 1 x SATA Device
(HDD x 1)

N/A
Alarm-in x 4
Relay-out x 1

RS-485
USB2.0 X2

1RCA
1 RCA

Max. 2 x SATA Devices
(HDDx2, HDDx1+
Optical Device x1)

N/A
N/A

RS-485
USB3.0 X1, USB2.0 X2

8 RCA
2 RCA

Max. 4 x SATA Devices
(HDDx3+eSATAx1,

HDDx2+Optical Device x1

+eSATAx1)

YES (eSATA)

Alarm-in x 16
Relay-out x 2
RS-485
USB3.0 X1, USB2.0 X2

All specifications are subject to change without notice.

Kelcom International spol. sr. 0.
Tomkova 142, 500 03 Hradec Kralové

Tel.: +420 495 513 886
E-mail: info@kelcom.cz
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