Hybridni CCTV sitove rekordeéery
ICATCH

VLASTNOSTI

Pripojeni az 4MPx (2688x1520) CCTV kamer

Podpora AHD, TVI, CVI analogovych a IP kamer

UmoZziuje nastaveni OSD menu po koaxialnim kabelu (UTC)
Podpora IP kamer s Onvif Profile protokol (V2.4)

Obsahuije funkci redundantniho nahravani

Viyborna kvalita obrazu
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4CH XVI Universal Hybrid
K J

TVI/AHD/CVI : 4MP @ 15 fps, 3MP @ 18 fps, 1080P @ 30/25 fps, 720P @ 30/25 fps, 960H / D1 @30/25fps
Max. 40Mbps (Max. Main stream:

6 Mbps + Sub stream:
1 Mbps per channel)

Max. 4MP ~ 3MP ~ 1080P@30/25 fps

(ONVIF 2.4)

VGA@ 4 x 30/25 fps

1 HDMI with Audio and 1 VGA
( Max. 1920x1080) 1 Main BNC

1 4

Max. 1 x SATA Device

8CH XVI Universal Hybrid
K J K

Max. 50Mbps (Max. Main stream:
6Mbps + Sub stream:
1Mbps per channel)

Max. 4MP ~ 3MP ~ 1080P@30/25 fps
(ONVIF 2.4)

VGA@ 8 x 30/25 fps

1 HDMI with Audio and 1 VGA
( Max. 1920x1080) 1 Main BNC

il 4
Audio Codec : G726 ~ G711 u/a IMA_ADPCM
Sample Rate : 8k, Channel 1 Depth 16
1 2

Embedded Linux OS

Max. 1 x SATA Device Maxbela\;;CSeATA
(HDD x 1) (HDD x 1) (HDD x 1)
N/A N/A N/A
Alarm-in x 4 Alarm-in x 4
N/A Relay-out x 1 N/A Relay-out x 1 N/A
RS-485
USB2.0 X2
280(w)x51(h)x203(d) 280(w)x51(h)x203(d) 280%)3*(21)(")*
12V 2A, 24W 12V 2A, 24W 12V 3A, 36W
1,4, SEQ. 1,4, 8, SEQ.

TVI/AHD/CVI :4AMP @ 7/6 fps, 3MP @ 10/8 fps, 1080P @ 15/12 fps, 720P @ 30/25 fps, 960H / D1 @ 30/25 fps

10/100 Ethernet

Kelcom International spol. s r. o.

Tomkova 142 tel. +420 495 513 886

1,4,9,13, 16SEQ.

Switching time : 1 ~ 99 sec

Zoom, Auto SEQ.
H.264 High Profile

2592 x 1944 ,2592 x 1520, 2018 x 1524 ,1920 x 1080, 1280 x 720;
944 x 480 .704 x 480, 352 x 240 (NTSC) / 944 x 576,704 x 576, 352 x 288 (PAL)

640 x 360 / 352 x 240, 176 x 120 ( NTSC) / 352 x 288, 176 x 144 (PAL)

10~100 levels for adjustment
Continuous, Event, Schedule

1~5SEC
1 ~ 100 SEC
Date/time, Event
*Digital (x2 ~ x5)
10/100 Ethernet
TCP/IP, SMTP, HTTP, DHCP, PPPoE(ADSL), NTP, DDNS
Windows 7, 8, 8.1, 10 Mac OS X
SoCatch, IE Browser, iCMS Pro
1 Admin + 10 Users
Windows Phone 7.8, 8.1,10 iPhone, iPad, Android
USB or SATA
YES
Network, ext. USB flash device , SATA optical DVD..etc.
Sensitivity: 100 levels for each channel
Area: Programmable individually
Up to the 10000 events
(Sensor, Motion, video Loss, power on, remote login, logout, HDD error, HDD full)
Supported
Multi-Language
YES

Touch Panel LCD Monitor
(USB Interface, EETI Chipset Only)

IR Remote Control
USB Flash Drive, iWatch DVR

Control From RS485 Interface
( Pelco P, Pelco D, Samsung, LG, LiLin )

0°C ~ +55°C (32°F ~ 131°F)

10%~80%

VGA@ 16 x 30/25 fps

10/100/1000 Ethernet

16CH XVI Universal Hybrid

N

Max. 115Mbps (Max. Main stream:
6Mbps + Sub stream:

Max. 4MP ~ 3MP ~ 1080P@30/25 fps
( )

1 HDMI (Max. 3840 x 2160) with Audio and 1 VGA
( Max. 1920x1080) 1 Main BNC

i

16

Max. 4 x SATA
Devices(HDDx3+eSA
TAx1, HDDx2+Optical
Device x1+eSATAx1)

YES (eSATA)

Alarm-in x 16
Relay-out x 2

430(w)x55(h)x293(d)

12V 5.83A ,70W

All specifications are subject to change without notice.

e-mail: obchod@kelcom.cz



